
THE ADVANTAGES COMPARED TO VENEER CORE:

Introducing Rockshield EWP’s FX Plywood and FX-Platform, two finishing solutions that offer unparalleled durability. FX Plywood 
is constructed of Canadian Aspen inner plies, two outer crossbands of high-quality MDF, and decorative face and back veneers. Our 
FX-Platform offers the same advantages as our FX Plywood, but without the decorative face and back veneers. FX-Platform is an 
advanced, engineered platform for those who prefer to to apply their own specialty veneer, plastic laminate, melamine, foil or paint. 

THE INSIDE STORY:
FX PLYWOOD & FX-PLATFORM 

FEWER SAND-THROUGHS
on thin veneers

NO TELEGRAPHING
through decorative faces

NO KNOTS
to show through 
and discolor white 
face veneers

100% VOID-FREE 
CROSSBANDS

BETTER 
THICKNESS 
TOLERANCES

SUITABLE FOR 
HORIZONTAL 

APPLICATIONS

FLAT MDF 
CROSSBANDS
improve finishing 
characteristics

ADVANTAGES COMPARED TO MDF & PB CORES:

LIGHTER 
WEIGHT

BETTER SCREW 
HOLDING

LESS TOOL 
WEAR

STRONGER
BETTER MOR & MOE

EASIER 
MACHINING



General Mill & Sales Inquiries

1.705.272.4210
1.705.272.3509
info@rockshieldewp.com

Birch

Maple

Red Oak

Alder

Cherry

Hickory

Knotty Pine

Khaya

Sapele

Walnut

ROTARY PLAIN SLICED

White Oak

White Ash

RIFT

STANDARDS

American Standard for Hardwood Decorative Plywood ANSI-HPVA HP-1-2009

CARB Phase 2; 0.05 ppm Veneer Core (Domestic) - UF Adhesive Certified

LEED v4 Accepted - Canada and U.S. Green Building Council 
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FX-P (NO VENEER)

24

24
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BUNDLE SIZE

48 ½” X 96 ½”

PANEL SIZE

9

7

-

5

-

FX (WITH VENEER)

NO. OF PLIES

STANDARDS

American Standard for Hardwood Decorative Plywood ANSI-HPVA HP-1-2009

CARB Phase 2; 0.05 ppm Veneer Core (Domestic) - UF Adhesive Certified

LEED v4 Accepted - Canada and U.S. Green Building Council 

THICKNESS

7

7

5

5

5

FX-P (NO VENEER)

24

24

48

48

48

BUNDLE SIZE

48 ½” X 96 ½”

PANEL SIZE

9

-

7

7

-

FX (WITH VENEER)

NO. OF PLIES

7 5 72

To learn more visit www.rockshieldewp.com
or scan this code:

FX PLYWOOD & FX-PLATFORM 
WITH FACE VENEERS... ...OR WITHOUT

A COMMITMENT TO THE ENVIRONMENT
The core blanks of Rockshield’s products are made with Aspen logs from sustainably-managed forests in Northern Ontario. Aspen 
not only produces superior hardwood plywood, but it is also one of the best species for sustainable forestry; it naturally regenerates 
from root saplings once the main trunk has been harvested and is a post disturbance species as well.

http://www.rockshieldewp.com

